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AutoMAB 350
AutoMAB 450
Magnetic core drilling machines with 
fully automatic feed and return.

ECONOMICAL

FULLY AUTOMATIC

DRILLING SOLUTION

AutoMAB 350

Motor output

Voltage

Stroke

Magnet dimensions

Weight

Direct arbor

Gear 1 range

Permanent internal lubrication

LED power indicator

Magnet indicator with safety cut-out

Feed

AutoMAB 350 230 V

AutoMAB 350 110/125 V

1,050 W

230 V AC, 50 – 60 Hz

160 mm

168 x 84 x 48 mm

15 kg

19 mm Weldon (3/4”)

460 rpm

✔

✔

✔

Automatic feed/return

 
 

Included in delivery

1 Magnetic core drilling machine AutoMAB 350

1 Ejector pin ZAK 075 + 100

1 Allen key size 4

1 Hard-top case

1 Safety lashing strap

1 Operating instructions

 

Permanent internal lubrication

Integrated coolant tank

Magnet indicator

LED switch

Overload protection

Core drill
Automatic feed 

Max. Ø 35 
Cutting depth 
30 - 55 mm   

  

Manual feed

Max. Ø 35  
Cutting depth 
30 - 55 mm

  
 

 
 

 
 

 
 


