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A compact yet powerful model with an output of 

1,150 W reversible motor ideal for drilling and 

tapping. Versatility for use in workshop and 

on the go with a transport weight of just 13 kg.

MAB 465

Motor output

Voltage

Stroke

Magnet dimensions

Weight

Direct arbor

Gear 1 range

Gear 2 range

Permanent internal lubrication

Full wave control electronics

Magnet indicator

Overheating protection

Clockwise/anticlockwise rotation

MAB 465 230 V

MAB 465 110/125 V

1,150 W

230 V AC, 50 – 60 Hz

160 mm

84 x 168 x 48 mm

13 kg

19 mm Weldon (3/4 ”) 

50 – 250 rpm

100 – 450 rpm

✔

✔

✔

✔

✔

 
 

Included in delivery

1 Magnetic core drilling machine

1 Hexagonal offset screwdriver size 4

1 Ejector pin ZAK 075, 100

1 Hard-top case 

1 Operating instructions

1 Safety lashing strap

GREAT POWER

FOR A SMALL PRICE

MAB 465
The compact drilling unit from the ProfiSTART  
series with electronic control and clockwise/ 
anticlockwise rotation. For core drilling and  
thread cutting.

Permanent internal lubrication

Magnet indicator

Overheating protection

Internal cable feed

Full wave control electronics

Clockwise/ 
anticlockwise rotation

P
ro

fi
S

P
E

Z
IA

L
P

ro
fi

S
TA

R
T

P
ro

fi
B

A
S

IC
A

b
o

ut
 B

D
S

A
rb

o
rs

an
d

 a
d

ap
te

rs
A

cc
es

so
ri

es
 a

nd
 

co
ns

um
ab

le
s

D
ri

lls
A

b
o

ut
 B

D
S

Core drill Twist drill Countersink Tapping

HSS Ø 40 mm 
TCT  Ø 50 mm 
Cutting depth:  
30 - 55 mm

Ø 16 mm 
 
 

Ø 40 mm 
 
 

M16 
 
 

Variable speed control


